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GEKO IRN
LEd ILLumINAtOR

MaIN fEatuREs
high efficiency heat sink body to ensure maximum LEd durability
Strong aluminium structure
the illuminator is supplied in 24Vac/12-24Vdc or 90-240Vac
Beam pattern: 10°, 30°, 60°
wavelengths 850, 940 nm
Adjustable light intensity
Adjustable built-in photocell
VOLt-free relay input for external activation
VOLt free relay output for day/Night camera
Supplied with a wall-mount bracket
IP66/IP67

DEscRIptION

State of the art illuminator, which provides high reliability and excellent image 
quality. the GEKO lights the entire scene evenly, eliminating hotspots and 
underexposures, for unbeatable night-time images and secure surveillance of 
the area. the high efficiency heat sink body ensures maximum LEd durability and 
protection against over-temperatures, whereas the front glass, made of special 
technopolymer, provides high infrared transmittance. the GEKO illuminators are 
protected against electrostatic discharges.
the illuminator is available in versions 24Vac/12-24Vdc or 90-240Vac with 
integrated power supply.
GEKO is supplied with a wall-mount bracket that rotates horizontally and vertically.

GEKO IRN - cONfIGuRatION OptIONs

 beam patterns power supply beam 
wavelengths

 Version  

IRN 10 Narrow a 90-240Vac 8 850nm a s Single 
illuminator

00

 30 medium B 12-24Vdc, 
24Vac

9 940nm    

 60 wide      

5 YEARS
WARRANTY

GEKO IRN 24VAc/12-24Vdc

GEKO IRN 24VAc/12-24Vdc

GEKO IRN 90-240VAc

GEKO IRN 90-240VAc
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GENERal
die cast aluminium body
Supplied complete with horizontal and vertical rotating support in painted galvanized 
steel and painted aluminium
wavelengths 850, 940 nm

MEchaNIcal
dimensions: see drawings

ElEctRIcal
Power supply: 24Vac, 12-24Vdc and 90/240Vac
consumption: 30w
State of the art Smd LEd
Adjustable built-in photocell for automatic activation and deactivation
Input for activation by means of a volt free relay contact
clean contact output (Follow)
multipolar cable L: 2m (6.56ft)
•	telemetry: 4x0.34mm² (AwG22)
•	Power supply 24Vac,12/24Vdc: 2x0.75mm² (AwG18)
•	Power supply 90/240Vac: 3x0.75mm² (AwG18)

ENvIRONMENt
Indoor / Outdoor
Operating temperature: -50°c/+60°c (with illuminator on)
IP66/IP67 according to EN60529

cERtIfIcatIONs
Electrical safety: EN60598
Photobiological safety of lamps and lamp systems: EN 62471
Electromagnetic compatibility: EN55022, class A
Immunity: EN50130-4
Fcc Part 15, class A

pacKaGE
unit weight:
IRN10B8AS00 1.7Kg (3.7lb)
IRN10A8AS00 2.2Kg (4.9lb)
Package weight:
IRN10B8AS00 3Kg (6.6lb)
IRN10A8AS00 3.5Kg (7.7lb)
Package dimension (wxhxL):
IRN10B8AS00 30x24x16cm (12x9.5x6.3in)
IRN10A8AS00 30x24x16cm (12x9.5x6.3in)
master carton:
IRN10B8AS00 - units
IRN10A8AS00 - units

GEKO IRN - BEaM pattERN aND achIEvaBlE DIstaNcEs fOR ONE IlluMINatOR

horizontal/vertical 
beam patterns

850nm 940nm

10˚ 240m 140m (460ft)

30˚ 130m 80m (262ft)

60˚ 80m (262ft) 60m (197ft)

The distances and the performance depend on the camera/lens used and on the environmental conditions.
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